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SPECIFICATION

Pixels

Image Size

A/D Conversion

Preview Image
Access Time

Dimensions
(Sensor Unit)

Weight
(Sensor Unit)
Application

Scintillator

Pixel Pitch
Output Data

Image Resolution

MTF (2 LP/mm)
DQE

Power
(voltage/freq)

Operating
Environment

Standard
Components

Certification

17x17

3008(H) x 3072(V)
(approx. 9.2 million

pixels)

16.9 (H) x 17.3” (V)
(43 x43.9 cm)

14 bit

Approx.4 seconds

14x17

2448(H) x 2984(V)
(approx. 7.3 million
pixels)

13.8 (H) x 16.8” (V)
(35.0x42.6 cm)

16 bit

Approx. 1 second

after X-ray Exposure after X-ray

(unprocessed)

512 x495 x43mm

9kg, 20 lbs.

Exposure
(unprocessed)

384 x460 x 15mm

3kg, 6.6 Ibs.

General Radiography

Csl: Tl (direct vapor
deposition)
+ reflective coating

143x143pm
16 bits grayscales tiff
3.7 LP/mm

36% typical
70% typical
AC100-240v 50/60Hz

Sensor Unit, Power Unit,
Cables

Sensor Unit, Power Unit,
Cables

IEC60601-1, IEC60601-1-2,
MDD93/42/EEC (CE marking)

JP| Healthcare Solutions Inc.
52 Newtown Plaza Plainview NY 11803
Toll Free: 888-574-2001
Tel: 516-513-1330
Fax: 516-513-1331
www.jpihealthcare.com

17x17 Fixed
Cesium Panel

Workstation & Monitor
- Windows 7 Professional 32 Bit
- Intel Processor
- 500 GB
-4 GB RAM
- 16X CD/DVD +/- RW
- Integrated 1 Gbit Ethernet
- Remote supportsoftware installed
MONITOR
- 21.5” led Monitor
- Ultra Sharp 24" IPS (optional)

*JPI Reserves the right to change
specification without notice

Authorized Dealer

Jones X-Ray Inc.

2606 West Marshall Dr.
Grand Prairie, TX 75051
Office: 972-647-0171
WWW.jonesxray.com


Chris Jones
Jones X-Ray Inc.
2606 West Marshall Dr.
Grand Prairie, TX 75051
Office: 972-647-0171
www.jonesxray.com
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